Alumicolor's Calibration Chart for Select-A-Scales

Product Lo ) . . ) Units of Measure (IN
—Co_de Description Calibrations Extrusion Type Professional Use or CM
Fixed Scale - 32nds; Rotating Scales - 1/16, 1/8, 1/4, 1/2,
7506 6" Architect Select-a-Scale 1:1,2:1 Select-a-Scale Architect Imperial
Fixed Scale - 50 parts per inch; Rotating Scales - 10, 20, 40,
7507 6" Engineer Select-a-Scale 10:1, 20:1, 40:1 Select-a-Scale Engineer Imperial
Fixed Scale 1:1; Rotating Scales - 1:2, 1:5, 1:10, 1:20, 1:50, Combination
7508 15cm Metric Select-a-Scale 1:100 Select-a-Scale Architect/Engineer Metric
Fixed Scale - 32nds; Rotating Scales - 1/16, 1/8, 1/4, 1/2,
7512 12" Architect Select-a-Scale 1:1,2:1 Select-a-Scale Architect Imperial
Fixed Scale - 50 parts per inch; Rotating Scales - 10, 20, 40,
7513 12" Engineer Select-a-Scale 10:1, 20:1, 40:1 Select-a-Scale Engineer Imperial
Fixed Scale 1:1; Rotating Scales - 1:2, 1:5, 1:10, 1:20, 1:50, Combination
7514 30cm Metric Select-a-Scale 1:100 Select-a-Scale Architect/Engineer Metric




